Bulliin relay
COMMUNICATION COMPARTMENT
(imit 5 modules per console)

contact inputs /> high voliage inputs (<=240VAC)
Supports PLLD, pump sense and other standard functions.

ipports tank overfll alarm.

SiteFax™ interface module

“Allows hookiip (o most remote facsimile or modem equipment

Ethernet interface module

Provides connectivity to local and wide area networks (LAN / WAN)

USB interface module.

Supports US thumb drive for software upgrade or data backup

USB/ Ethernet dual interface module

Provides connectivity to Tocal and wide arca networks (LAN / WAN)
Supports USB thumb drive for software upgrade or data backup

RS-232° dual interface module

Provides (wo 9-Pin fernale D-Connectors for data trans
10 PO terminal o computer

R5-232" / R5-485 dual interface module

Provides a 0-Pin female D-Connectar and an 8-position RJ45
D-connector for data transmission to PO.S. terminal or computer

Single R5-232" interface module

Provides a 0-Pin female D-Connector for data transmission to FO'S.
terminal or computer

SPECIFICATIONS

32 10 104F (0°C 10 40°C)

Operating Temperature Range
Storage Temperature Range

T4F 10 158 (10°C 0 70°C)

* Suppons RS-232or Sl

To learn more, contact us al 1-888-561-7942, or visit www.veeder.com
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AUTOMATED COMPLIANCE MANAGEMENT
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Automated Compliance
Management
Reduces costs, helps avoid
fines and shutdowns.







